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AMENDMENTS TO THE SPECMCATION 
Please amend the Brief Description of the Drawings for FIGS. 1-16 as indicated below: 

Fig. 1 shows Figs. 1 and lA show a schematically simplified sectional view and a 
schematically simplified top view of a cargo hold in a plane having arranged therein an exemplary 
embodiment of intermediate conveyor means in accordance with the invention during loading, which 
is linked to the tarmac conveyor organ; 

Fig. 2 shows Figs. 2 and 2 A show a schematically simplified sectional view and a 
schematically simplified top view of the intermediate conveyor means as shown in Fig. 1 and Fig. 
lA, which is linked to the tarmac conveyor organ, comprising a second variant of the second 
conveyor organ during loading with the second conveyor organ partly extended; 

Fig. 3 shows Figs. 3 and 3A show a schematically simplified sectional view and a 
schematically simplified top view of the intermediate conveyor means as shown in Figs. 1 and lA 
and 2 and 2A during loading with the first variant of the second conveyor organ shown in Fig. 1 
having its length prolonged in the longitudinal direction thereof; 

Fig. ^ shows Figs. 4 and 4 A show a schematically simplified sectional view and a 
schematically simplified top view of a second variant of intermediate conveyor means during loading 
with a second conveyor organ comprising a sliding organ; 

Fig. 5 shows Figs. 5 and 5A show a schematically simplified sectional view and a 
schematically simplified top view of intermediate conveyor means as shown in Figs. 1 to 3 during 
loading with loose cargo; 
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Fig. 6 shows Figs. 6 and 6A show a schematically simplified sectional view and a 
schematically simplified top view of intermediate conveyor means as shown in Figs. 1 to 3 during 
loading with a collecting tray (in brief: DWU) arranged underneath; 

Fig. 7 shows Figs. 7 and 7A show a schematically simplified sectional view and a 
schematically simplified top view of the second variant of intermediate conveyor means as shown in 
Fig. 2 and Fig. 2A during loading with a collecting tray (in brief: DWU) arranged underneath; 

Fig. 8 shows Figs. 8 and 8 A show a schematically simplified sectional view and a 
schematically simplified top view of a third variant of intermediate conveyor means during loading 
with a collecting tray (in brief: DWU) arranged underneath; 

Fig. 9 shows Figs. 9 and 9 A show a schematically simplified sectional view and a 
schematically simplified top view of a fifth variant of intermediate conveyor means during unloading 
without a collecting tray (in brief: DWU) arranged underneath; 

Fig. 10 shows Figs. 10 and lOA show a schematically simplified sectional view and a 
schematically simplified top view of the second variant of Fig. 2 and Fig. 2 A of intermediate 
conveyor means as shown in Fig. 1 and Fig. lA during unloading, without a collecting tray (in brief: 
DWU) arranged underneath; 

Fig, 1 1 shows Figs. 1 1 and 1 1 A show a schematically simplified sectional view and a 
schematically simplified top view of a simplified variant of intermediate conveyor means without 
second conveyor organ during unloading, without a collecting tray (in brief: DWU) arranged 
underneath; 
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Fig, 12 shows Figs. 12 and 12A show a schematically simplified sectional view and a 
schematically simplified top view of the simplified variant of intermediate conveyor means as shown 
in Fig. 12 during unloading with a separate gripping organ and with a collecting tray (in brief: 
DWU) arranged underneath; 

Fig. 13 shows Figs. 13 and 13 A show a schematically simplified sectional view and a 
schematically simplified top view of the simplified variant of intermediate conveyor means as show 
in Fig. 12 and Fig. 12A during unloading with an integrated gripping organ and with a collecting tray 
(in brief: DWU) arranged underneath; 

Fig. 1 4 shows Figs. 14 and 14 A show a schematically simplified sectional view and a 
schematically simplified top view of the simplified variant of intermediate conveyor means as show 
in Fig. 12 and Fig. 12A during unloading with an integrated gripping organ and with a collecting tray 
(in brief: DWU) arranged underneath; 

Fig. 15 shows Figs. 15 and 15A show a schematically simplified sectional view and a 
schematically simplified top view of a sixth variant of intermediate conveyor means during 
unloading with a collecting tray (in brief: DWU) arranged underneath; 

Fig. 16 shows Figs. 16 and 16A show a schematically simplified sectional view and a 
schematically simplified top view of the simplified variant of intermediate conveyor means as shown 
in Fig. 12 and Fig. 12A during unloading with a separate sliding organ and with a collecting tray (in 
brief: DWU) arranged underneath. 
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